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CUSTOMER DISPLAY VECTRON C11 POS 7 BY SHIFT®

VECTRON

System concept

The customer display Vectron C11 POS 7 is the perfect completion to our POS
system Vectron POS 7. It has a screen diagonal of 11.6", full-HD resolution of 1920 x
1080 pixels and a high-quality aluminium housing. From special offer via discount
specials to invoice details and the digital receipt, the display shows your customers
everything that is current and important. Display of receipts, images, slide shows
and split screen mode are possible.

For optimum alignment to the customer's position you can adjust the display's
inclination and rotation angle. Up to two peripheral modules such as a scanner or
operator lock can be attached at mounting points.
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Hardware

Technical data of the Vectron C11 POS 7

Screen diagonal

29.5 cm (11.6")

Display type

TFT-LCD with LED backlight

Lighting white LED backlight
Resolution 1920 x 1080 pixels (Full HD)
Colours 16.7 Mio. colours (True Color)
Contrast 1000:1

Brightness 300 cd/m?

Viewing angle

89° (from all perspectives)

Supported POS models

Vectron POS 7

Housing

Aluminium housing

Connection/ Power supply

via display cable POS 7 (FeDP-cable) at the system box

Temperature

Storage: -10°C to 60°C

Operation: 0°C to 50°C

Display holder

VESA 75 mm and VESA 100 mm standard when using the POS 7 VESA adapter

Dimensions

see drawings

Weight

835 g: Vectron C11 POS 7

1070 g: Vectron C11 POS 7 incl. VESA Mount Adapter POS 7

Software

Technical data of the Vectron C11 POS 7

System requirements

Vectron-POS-System with K7-electronics and operating system 1.0.0.0 (or higher)

and VPOS version 6.4.2.0 (or higher)

Screen layout

Various layouts available

Image display

Background image & slide show possible

Slide show

Full screen and/or integrated in booking display; adjustable intervals

Supported file formats

JPEG

Colours

Font- and background colours adjustable

Character sets

Latin 1, Latin 2, Latin 9

Booking display

Adjustable via output formats

Hold buffer floating

is supported
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Scope of
de live ry Vectron C11 POS 7

Standard shipment Customer display C11 POS 7 as per order

Dispatch box

Order variants 11010220 - Customer display C11 POS 7 mounted (incl. joint, covers and cable
Display POS 7 short)

20040084 - Display C11 POS 7 11.6"

optional with:

20030611 - Cable Display POS 7 long (2.0 m)*
20030612 - Cable Display POS 7 short (0.6 m)*
30140142 - VESA Mount Adapter POS 7*

* presumably available as of January 2021
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Dimensions customer display Vectron C11 POS 7
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Dimensions customer display Vectron C11 POS 7 at Vectron POS 7
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Dimensions customer display Vectron C11 POS 7 at VESA-Adapter
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